CASE 


Crawler 
550G 


ENGINE 

Model Sitscisiccnhieaaen 4-390/4T 390 
"EY PO iscicigeisbenceiese odaralentadoooness 4-stroke 
Fuel injection ..............ccccccceeeeee Direct 
Cynder ic. cccsceetiecssescosevevscestese Ousvies 4 
Bore/Stroke..........::::cc006 4.02" x 4,72" 
Displacement ..............:cccceeeee 239 in? 


Horsepower 4-390 (naturally aspirat- 
ed) 


GYOSS.......eeeeeeeeteeees 75 @ 2200 rpm 

Nebisitarstiaseibass 67 @ 2200 rpm 
Maximum torque 

GYOSS.......::..66 196 lb-ft @ 1600 rpm 

Nets, acciaccgess 186 lb-ft @ 1450 rpm 
Horsepower 4T-390 (turbocharged*) 

GLOSS ised es nateisi nts. 75 @ 2200 rpm 

INGtiseaeitintin kets 67 @ 2200 rpm 
Nominal Peak torque 

GYOSS.......:...065 201 lb-ft @ 1400 rpm 

ING tievscseredesdgetes 193 lb-ft @ 1300 rpm 
DRIVELINE 


4 forward/reverse speeds — Pressure- 
sensing forward/reverse modulation — 
Torque converter — Modular powertrain 
— Foot-operated shifter — Individual 
track speeds 


TRAVEL SPEEDS MPH 
Forward Reverse 

Aste sciteisests 2 Osis sestisiacneatve 2.7 
QN videsdvesSeeeiecvs iA c th Seekiebies 3.7 
SEO. setecdveedeiiees AD rhdieteeeieit 4.6 
ATH 36 aebsb cts DiS ices Adetheeeacs 6.4 
NOTE: For the Rubber track, add 0.03 to each 
CONTROLS 


U-shift or optional straight-line 
forward/reverse shift pattern — 
Individual track levers — Foot-operated 
shifter 


HYDRAULIC SYSTEM 
PUMP sis heaediiises ees Front-mounted 
gear type 
Flow .......:.0 18.6 gom @ 2000 rpm 
PYESSUYLC.......cccccccceeesesesseeeeees 2500 psi 
LiGP sad. chsvedd aetedeedesvesecbcewt 2200 psi 
ELECTRICAL SYSTEM 


Voltage........ 12-volt, negative ground 


Alternator ........cccccccccccsessseees 65 amp 
Battery...... 12-volt, low-maintenance 
700 cold-cranking amps 


@0°F 

SERVICE CAPACITIES 
Buel is, ieseivecs siete fovstustvaedentes 30.5 gal 
Hydraulic system...............05 10.3 gal 
Transmission/torque 

CONVEYED ........ceeeeeesseceeeeeeeeeees 8.0 gal 
Engine oil (w/filter)................. 2.8 gal 
Final drives (each side)........... 1.5 gal 
Cooling system ...........cc:ccccccees 4.1 gal 
MAXIMUM DRAWBAR PULL 
STEEL TRACK N.A. Turbo 
Ist gear .......... 21,603 Ib ..... 21,829 Ib 
2nd gear......... 15,527 Ib..... 15,691 Ib 
3rd gear.......... 12,341 Ib..... 12,473 Ib 
Ath gear............ 8,799 Ib ....... 8,894 lb 
RUBBER TRACK 
Ist gear.......... 20,097 Ib..... 20,308 Ib 
2nd gear......... 14,435 Ib..... 14,587 Ib 
3rd gear.......... 11,466 Ib..... 11,588 Ib 
Ath gear............ 8,164 Ib... 8,253 lb 


550G Page 1 of 2 


BLADE 
550G 550G 
LGP 
Blade 
Width................ OGM etal 104" 
Height .............. BOM htt dak 28" 
UNDERCARRIAGE 
Track frame ............ceceeeesseeeeeeees Rigid 
Track rollers (each side) .................. 6 
Carrier rollers (each side)................ 1 
Track gauges 
Long track/Rubber track ........... 53" 
| BG eae nem ery nae LER oe Rere 64" 
Length of track on ground ........... 78" 
Shoes per track 
(LT & LGP, each side).................. 37 
Rubber track................. Continuous 
Area of track on ground 
LT/RT w/16" shoes ............ 2,496 in? 
LGP w/20" shoes ............... 3,120 in? 
LGP w/28" shoes ............... 4,368 in? 
Ground pressure 
LT w/16" shoes..................0085 5.5 psi 
RT w/16" shoes ..................04. 5.4 psi 
LGP w/20" shoes................64. 4.3 psi 
LGP w/28" shoes................6. 3.2 psi 
Height of track grouser 
Long track/LGP............ eee 1.85" 
Rubber track..............cccccccccceeeeeree 2.0" 
STEERING/BRAKING 


Power turn........ 1 track/high speed 

1 track/low speed 
Gradual turn .... 1 track engaged 

1 track in neutral 
Brake turn........ both tracks 

in same speed 


DIMENSIONS 


Long Track/Rubber Track LGP 
Length - blade straight ............cccccccssscessseccseseeeeeseeeesneeeesneeees 121028" te ee eRe Sentech een SA Ee 12'10.8" 
Length - blade angled ...........c.cccccceeesecessseeeeseeeeeneeessseeeeneteeeeas Ta TA eect tite Sie ie eee ee Se ee eee 14'6" 
Width - blade straight ...........cccccccssccssssecessseeceeseeeesseeeesteeeesseeessnees OG) er aislescinverints Sik Soh Stiinta Aa 104" 
Width - blade angled... ccccceccsscccseneceseseeeseeeeeeseeeeseeeessseeeees BBB hice raviventsvetedeend shicadea cl asauetevassussaidedesuiotacsdeacs deavveevioeeees 99.6" 
Height to top of ROPS 20... eecccccesssccesseeeessnecessneeessneeeesseeessnees B46 8 cette ae nie ace Se eee tet a 8'4.6" 
Height to top of exhaust pipe ..........ccccccscccesssscessseeeseteeeessteeessnees CDs eenakestoudecaheakeiia hastucbevin Sestitelte eed cases Oiidenteehe Resnveed es 7'5.7" 
Height to top ‘of seat cvie. 80 shes tssthateci iiss Gatien eee GL OMe rth t bei ha Bettie kee ieee ieee 6'1.0" 
Ground Clearance ..........cceccccsssceeeseeeeesteeessseeeessseeeees TD V2 TUR TAB Bi ai sui civas te civecdacds Sbaseavaeccs aucssvosescdbenlovavasheauangeeee cwacneeeas eats 12.7" 
Blade lift above ground .0........ccccecscccesseceesseeeeeseeeesseeeeseeeesseeeesssaeeens OO Sievicacevievstedededeshiecs dase cl cuancavets datsestedesadeuliesescesea seivateestetiie 39" 
Blade depth below ground.............c:cccccssccsesseceesteeeseneeessneeessteeessaee VSG! oo ses tbesteedor tate cies Matieistessteedy iii eas tde a 19.6" 
Blade angle both directions .............cccccccceesceseseeeeeseeeseneeeneeeees OS DBS ro.te. seuttacteaks olivide 8 setsvbeshncstautce by sbetivdea®, sett ven iecatennes 0° - 25° 
Blade tilt s@achienid's cssvecccd. dese 5s ca kcdiestoeds eadevge the Seaestestactseedodiceteedes DB esses begs sec sbaseaece hs oes de bes avs e tba tecabaveaSeestaseeedeteoeuaeteeetoeeterens 14" 
Dozer blade 
Blade height: ..0:.3:52.. ssa. cavestaversncvessesiesshes alan cavstesiadaieeareestnnee BOM eos eed ai nitineea eid niin liaaais 28" 
Push beats. to. scsi aint aitete teleacctb aaa eben leitedeeeess WISI Gix, Aves tedhei a dees tactetdshieieah ies Ginn Misahit nee cas inside 
Blade: capacity ss ccna aie dhe ee VA 8 ote Sisson eeeee rate tio Hee eens etn tate Medea 1.34 yd? 
Tractor Dozer 
Overalllength <:ssccsesc.ctseestiss Bisvsetews cs Goeennasvie dee esses TON! B85 oer testes stheetietecelotadenwecteentesin dene Seiden 12'10.8" 
Overall length with ripper raised ...............cccccccsssceesseeeeeseeees 16'8:3" 8022), Sa dec Hihdes Mi Ne hain fhe eee beae 16'8.3" 
- less “C" frame and blade ...........cccccsccesssseceeeneeeesseeeessseeeneneeeeees QAO as sscedecsticettesteusssuaceanations caseseniatesscnadeabaisaaasceestetustengeeastes 9'10" 
Maximum shoe Width..........cccccccccssscceeeseeseseeeseeeessneeeessnees MED PIRED AG odessa 2s Soedicteve tas bode yan csaees otbag caneaachgba uses dyadaaecddetenionsvaenes 20" 
Side datadcddavs sel Siete gacaputawddacsaiadasaavagnebesdebasteseneceeacenets edeetesieuns DOV a estite ateceeidi ne Mace ids cMaenales ato oes eebneete reas oe scot sieht DO 
Overall width at track w/max. ShOC...........:cccccccsscceesseeseseeeseseeesene GON sc Sadices cacaa ti lesatheaasaaeaeianedeaotssantes (ea vebete desis aovanedsectuaieestedenea; 92" 
Turning clearance circle, pivot turn ..........ccceccccesseeesteeeesseeesseeees nO) Grek i sheen Pe eet teres ie ak ae etl Pater, A Pha ite evap ii ees 20'8" 
Operating weight (approximate) .........ccccccccccseseesseseeseesees 13,600 [b* oo eeecccccccescsscsscsscsscsecsecsscsecsecseeseeseesseseeseeaseae 14,000 Ib*™ 


*Includes ROPS, full fuel tank, 175 lb operator, 16” track shoes, and 500 Ib counterweight. 


**Includes ROPS, full fuel tank, 175 lb operator, 28” track shoes. 


NOTE: Case High Flotation LGP Crawler Tractors are designed for use in mud or soft footing. If misapplied by frequent use in ground conditions other than 


those 
CYLINDERS 
Cylinders Bore Stroke Rod 
Lift @) cians iid QO testittea iets leascahsateenns 28 OM ct ei eit Aeabdias 1.5” 
Angle (2) ....ceeeeseeseeeeees AQ edhe diene BiG: heeseemastee seed genet okie 2.0” 
Tilt CD) tives etesivitiesveniecs. SiO? i vecesadeleavees coteevensetisecs B10) se ditiencteterutenteads 1.5” 
CASE CORPORATION 
700 STATE STREET 


RACINE, WI 53404 U.S.A. 


CASE CANADA CORPORATION 
3350 SOUTH SERVICE ROAD 
BURLINGTON, ON L7N 3M6 CANADA 
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CASE is a Registered Trademark of CASE CORPORATION 


© 1995 CASE CORPORATION 
Printed in U.S.A. 


IMPORTANT: Case Corporation reserves the 
right to change these specifications without 
notice and without incurring any obligation 
relating to such change. 


